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CUSTOM-DESIGNED
TRUCK FURNACES
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ABRASIVES 
DEBINDING.

595959
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6160

Debinding-Sintering Furnace 
HWE 4700 /14 DB

o 1900 x 1900 x 1300 mm (w x d x h)

e 300 kW

t 1400°C

b  Debinding package including air pre heating, 
negative pressure control, second truck, 
process documentation

Annealing Furnace HWU 3300 / 75

o 1450 x 2100 x 1100 mm (w x d x h)

e 100 kW

t 750°C

b  Automatic exhaust air fl aps, two hydraulic 
lifting doors, second truck, fully-auto-
mated process

Preheating Furnace HWU 12500 / 65

o 2500 x 2500 x 2000 mm (w x d x h)

e 350 kW

t 560°C

b  Automatic air supply and exhaust air 
fl aps, controlled cooling system, 
electrically operated truck, 
air-conditioned switch cabinet

Sintering Furnace HWE 2400/14 SG

o 1550 x 1500 x 980 mm (w x d x h)

e 190 kW

t 1400°C

b  Semi-gas tight construction, hydraulic 
lifting door, automatic air supply and 
exhaust air fl aps, controlled cooling 
system

Debinding package including air pre heating, 
negative pressure control, second truck, 
process documentation

b  Automatic air supply and exhaust air b  Automatic air supply and exhaust air b  
fl aps, controlled cooling system, 
electrically operated truck, 
air-conditioned switch cabinet

Sintering Furnace HWE 2400/14 SG
1550 x 1500 x 980 mm (w x d x h)

Semi-gas tight construction, hydraulic 
lifting door, automatic air supply and 
exhaust air fl aps, controlled cooling 
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CUSTOM-DESIGNED
HOOD FURNACES
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GLASS CERAMICS
TEMPERING.
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6564

Preheating Furnace HE 335 / 80

o ø 610 x 1100 mm (ø x h)

e 25 kW

t 800°C

b  Hydraulic lifting table, separate 
storage area, automated movement, 
special voltage (480 V)

Hood Furnace FE 1200 / 10

o 2410 x 1410 x 360 mm (w x d x h)

e 80 kW

t 1000°C

b  Pneumatic hood lifting, integration 
into robot cell, comprising 
transport castors

Fusing Furnace FE 5200 / 10

o 6000 x 2650 x 330 mm (w x d x h)

e 110 kW

t 1000°C

b  Hydraulic hood movement, 
furnace fl oor can be moved, 
automatic exhaust air fl aps

Annealing Furnace HE 210 / 80

o 600 x 600 x 600 mm (w x d x h)

e 22 kW

t 800°C

b  Extendable furnace fl oor (ELS), 
hydraulic hood lifting

automatic exhaust air fl aps

Pneumatic hood lifting, integration 
into robot cell, comprising 
transport castors

Extendable furnace fl oor (ELS), 
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CUSTOM-DESIGNED 
TOPLOADERS
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DENTAL CERAMICS 
SINTERING.
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6968

Curing Furnace TE 585 / 12

o ø 990 x 760 mm (ø x h)

e 33 kW

t 1250°C

b  Pneumatic lid opening

Vertical Furnace S 40 /10

o 500 x 500 x 630 mm (w x d x h)

e 24 kW

t 1050°C

b  Pneumatic lifting gear

Preheating Furnace BT 290 /10

o 1400 x 600 x 600 mm (w x d x h)

e 22 kW

t 1000°C

b  2 heating zones, customised device 
to collect components

Tin Bath Furnace ZT 250 / 50

o 770 x 580 x 730 mm (w x d x h)

e 30 kW

t 550°C

b  Melting tank, cascade control

500 x 500 x 630 mm (w x d x h)

to collect components
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Delivery and  
set-up service 

On-site instruction  
and initial operation

2-year  
warranty

Spare parts  
and service

Environmentally sound  
materials and recycling

-YEAR
WARRANTY

2

!

On-site instruction and initial operation

ROHDE provides project planning and is able to 
arrange for proper transportation, on-site instruction 
and initial operation of your furnace system if 
required.

This guarantees safe, fast and successful com-
mencement of production from the start. Of course, 
ROHDE is your partner when it comes to service  
and on-site maintenance work.

Warranty and spare part service

ROHDE deliberately refuses to reduce the warranty 
period. Despite commercial furnaces being used 
intensely, ROHDE guarantees a 2-year warranty on 
all standard products excluding parts that are subject 
to wear.

ROHDE assures reliable and quick supply of spare 
parts when service is required. Spare parts are 
usually ready for dispatch 24 hours after receipt of 
order.

ROHDE always uses environmentally friendly materials 
and guarantees acceptance of each ROHDE product 
for the recycling of reusable parts or environmentally 
sound disposal.

COMMITTED TO SERVICE.
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Please visit www.rohde-online.net/industry 
for further information.

Helmut ROHDE GmbH
Ried 9
83134 Prutting, Germany
Phone	 +49 8036 674976-10
Fax	 +49 8036 674976-19
info@rohde-online.net
www.rohde-online.net

Technical and dimensional modifications subject to change without notice.
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